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Trunk Data-Demo System
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The setup below demonstrates the SRM9030 Data capability 

Base Radio




Mobile Radio

Base Radio ID = 201 4081 65

SRM9030 Mobile Unit ID = 201 4081 37

Connect Base Radio to PC using PRM80/SRM9000 Programming Lead.

On PC run the “SRM9kDT.exe” program (SRM9000 Data-Demo Tool)
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See following for setup 

Steps in setting up Demo-Tool

1. Select “Options : Setup” and set COM Port
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Click on the “Start Comms” button and observe that indicator goes GREEN
eg.
(If not – check radio is turned ON, Correct COM Port selected)


3. Click on “Initialise” button and observe that its indicator goes GREEN.
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Set :
Job-Number = 1234 (eg),  


“To Unit” = 37 (This is the UNIT number of the SRM9030 Mobile Unit)
Then enter some Text, 

Then click on SEND.
 Observe that the message is displayed on the SRM9030.

Messages that are received from the radio are shown on the window at the right side of the screen.
eg.  On the Mobile SRM9030 key in : 
   *01*65#  


and observe Status 01 is received.
   *2*1234567890*65#

and observe that SDM “1234567890” is received.
(Note ‘65’ is the UNIT number address of the Base radio)
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On the PC send the radio a Status-29 (the GPS-Poll Status)


Press SEND and observe that the Mobile Radio does NOT display the Status, but sends back a GPS Location SDM.  (Observe the LED above the Volume button, turns red when the radio is transmitting.)
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On the SRM9030 select the STATUS Menu (using the Up/Down rocker keys) and then scroll Left/Right until “Send GPS” is displayed.  Then press the Green-Handset Button.
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This sends a GPS location (assigned to Status-4) to the Base Radio.

Note that the above display shows only “SDM 4”.  The Data-Demo-Tool program is programmed to recognise a “SDM 0” as a GPS message (which is always a response to a poll).

Other GPS SDMs can be assigned to different “Status” positions (in the Status List) but the program does not automatically recognise them.

To view the GPS SDM Data message click on ”Options : Serial Monitor” to see the messages between the PC and the Base Radio.

Refer to Application Note A9k-801 for details about the SDM message format.

Note : SRM9000 SW must be V4.11 (FPP V2.59) or later for best results.
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